


www.kayex.com

www.kayex.com |1000 Millstead Way | Rochester, NY | 14624 USA 
Phone: (585) 235-2524 | Fax: (585) 436-2396

ALL SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. 
THIS DOCUMENT SHOULD NOT BE USED FOR FACILITY PLANNING. 
KAYEX AND HAMCO ARE REGISTERED IN THE U.S. PATENT AND 
TRADEMARK OFFICE. © COPYRIGHT 2008 + KAYEX 03-08

TPS Kayex KX150 Sales Sheet 05-2008 rev0

Typical Ingot Diameter  8” (200 mm)

Pull Chamber Door Opening (W x H) 15” x 82” (381 x 2083 mm)

Throat Diameter 14” (356 mm)

Seed Lift Rate 0-20 in/hr (0-508 mm/hr)

Seed Jog Speed (Nominal) 20 in/min (508 mm/min)

Total Crucible Travel 18” (457 mm)

Crucible Lift Rate 0-10 in/hr (0-254 mm/hr)

Crucible Jog Speed (Nominal) 2.0 in/min (50.8 mm/min)

Seed Rotation (Reversible) 0-50 rpm

Crucible Rotation (Reversible)  0-20 rpm (std option)

Vacuum Pumps- Main 221 cfm (6,260 l/min)

(Recommended) Aux 60 cfm (1700 l/min)

Performance

Silicon Charge Capacity

Standard Hot Zones for the KX150 are available to fit 
the following crucible sizes:

CRUCIBLE
DIAMETER

CRUCIBLE
HEIGHT

CHARGE SIZE
COLD PACK

20.0 in 15.0 in 90 kg

22.0 in 15.0 in 118 kg

24.0 in 15.0 in 150 kg

Utility Requirements:
ELECTRICAL:

FURNACE 350kVA, 380 / 400 / 440 /
460 ±10% VAC.
3 PHASE
50/60 Hz, FUSED FOR
650 / 625 / 575 / 550 amps

COOLANT WATER:

Maximum Inlet Temperature 77° F (25°C)

Minimum Flow Rate 78 gpm (295 l/min) total

Diff. Supply Pressure 30 psi (2.1 kg/cm 2)

ARGON:

Mass Flow Control (Max.) 200 slpm

Purge Flow 100 slpm

Facility Total 300 slpm

Recommended Supply Pressure 75 psi (5.3 kg/cm 2)

AIR:

Recommended Supply Pressure 90 psi (6.3 kg/cm 2)

Furnace 
Overall

Control 
Console

Power 
 Supply

HEIGHT 259 in (6.59 m) 63 in (1.60 m) 53 in (1.35 m)

WIDTH 151 in (3.82 m) 26 in (0.66 m) 53 in (1.35 m)

DEPTH 132 in (3.36 m) 36 in (0.91 m) 59 in (1.49 m)

WEIGHT 
(APPROX.)

17,000 lbs
(7,710 kg)

Dimensions (Approximates):
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